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HomeWise = Help for new homeowners

home care and management and Relay System (WTRS)
financial planning. It also introduces

regulations that affect Wisconsin
homeowners as of 2002. This is not
intended to substitute for professional
advice, but to help you decide when to seek
professional help or to do it yourself.
Reference to products is not intended
as an endorsement to the exclusion of
others that may be similar. If you use these

T his publication provides guidelines for Wisconsin Telecommunications

* Allows a text telephone (TTY) user who
may be deaf, hard of hearing or speech
impaired to call anyone using a voice
telephone.

® Provides direct-dial TTY access to voice-
only phone numbers listed in this
booklet, or anyone else you wish to
reach with one end of the call in

products, be sure to follow label directions. Wisconsin.

Information about homeownership is Calls may be placed 24 hours a day,
available from many sources, a few of which 7 days a week. All calls are confidential. To
are listed in this manual. Information is use WTRS, dial 711.
provided as a convenience to readers. This ASCIl: (800) 272-1773
is not an endorsement by University of Speech to speech: (800) 833-7637
Wisconsin-Extension, nor does it cover all Spanish to Spanish: (600) 833-7813
issues. IN AN EMERGENCY, calling 911 or your

local emergency service results in the
fastest response time. But if the
emergency service does not have a TTY,
WTRS communication assistants are
trained to help you place emergency calls.
For more information, call:

WTRS Customer Service

(&00) 263-9677 (TTY)

(&00) 395-9877 (Voice)

Spanish Customer Service

(&606) 744-7471

Cooperative Extension Publications, University of Wisconsin-Extension, Madison, Wisconsin, 2002
Copyright © 2002 University of Wisconsin System Board of Regents and University of Wisconsin-Extension,
Cooperative Extension.



Using HomeWise

f you buy a car or a washing machine, you Your home is a financial asset. How can
receive an owner’s manual that explains  your financial decisions help protect that
how to use and care for it, and what to investment and see it grow in value? The

do if something goes wrong — wouldn’t it ~ money management section provides
be great if you got an owner’s manual with  information on a nhumber of such
your new home? HomeWise is intended to homeowner issues.

provide similar use and care information for The homeowner records section requires
your new home — especially for first-time = some effort on your part. It provides a
homeowners. guide for you to organize records, so you
For example, how do you take care of will have what you need when you need it.
the siding? What happens if there is no This is a place for you to collect such

heat when the weather turns cold? What do items as use and care manuals for the
you do when your property tax bill arrives?  furnace and other appliances. You may also

How does being a homeowner save you want to save payment receipts and

money oh your income taxes? warranties for major purchases, and
This manual is in several parts. It complete the quick reference sheet with

begins with a home care section that information and telephone numbers you

contains a checklist to use in touring your need as a homeowner.
house to identify care and

maintenance tasks. This is N o SO &’&
followed by brief fact sheets q; 8:&3??
giving suggestions on selecting SIS S }8‘:‘"
basic tools to get you started "g : S —
oh doing your own repairs and \ TS

more detail on various care e v

tasks. e

Other sections cover home
safety, money management and
homeowner records and
resources.
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While much of the information in these
fact sheets applies regardless of where you
live, some applies specifically to Wisconsin
homeowners.

This is the second edition of HomeWise.
Most fact sheets have been revised and
others have been added. For example, the
new fact sheet “Living with neighbors”
recognizes that being a homeowner involves
responsibilities and benefits that go
beyond your lot line.

This manual comes punched and ready
for a three-ring binder. Each fact sheet has
the section title in the upper right hand
corner so you can quickly flip to the section
you want.

We hope this manual will help you enjoy
your new home even more.

This edition of HomeWise is funded in
part by the Metropolitan Milwaukee Fair
Housing Council HOME program. HOME
program funds also supported training for
home ownership counselors and educators
offered by the Homeownership Counseling
Education Consortium that tested the
revision of the HomeWise curriculum.

John Merrill and Kim Terry
University of Wisconsin-Extension
Cooperative Extension

2002



Home care

John Merrill, Kim Terry and Rosalie Powell
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Home care
checklist

his is a list of things that can help keep your home in tip-top shape. The checklist
refers to the series of Home Care fact sheets that follows, organized by topic (see
contents). Some items in this list refer to use and care manuals that come with
equipment in your home, such as the furnace.
The checklist starts in the basement and moves through the house, ending with the
exterior and yard.

Check[L

O 1. If the furnace isn’t working — See Heating and cooling: Furnace care fact sheet,
and your furnace use and care manual.*

0 2. Check furnace filters every other month, and replace if dirty. See Furnace care,
and your furnace use and care manual.

0 3. Most new furnaces have a condensate line — a pipe that carries liquid
condensed in the furnace to a floor drain. Check to make sure the condensate line
is not leaking or clogged. If the pipe clogs, it usually does so behind the access
door to the furnace. See furnace use and care manual.

O 4. Have a technician check the furnace after one year, and at least every other year,
depending on the technician’s recommendation. This is important for safety, as
well as for energy savings. See Furnace care, and furnace use and care manual.

Water heater

O 1. If water from hot water faucet is not hot — See hot water heater use and care
manual.” If you do not have the manual, contact a plumber for advice.

0 2. If water is hot enough to scald — The factory-set temperature may be too high.
If 50, see hot water heater use and care manual for instructions on reducing the
temperature to 120 degrees F.

* Note: If you don’t have use and care manuals, you may find the instructions you need on the water
heater, and on the furnace or inside the access panel. If not, copy down the serial numbers and
models. Then, contact local distributors. Ask for the manufacturers’ addresses, and write for
replacement booklets for the models you own.

pajJieqs buiggeg



HomeWise = Help for new homeowners Home care checklist

Water softener

O 1. Check softener salt level once every other month, and add salt if less than a
quarter full. Salt pellets (as opposed to rock salt) will extend the life of most
water softeners.

0 2. Set the cycle to be sure the softener is providing enough softened water. If white
stains develop on sinks and tubs and soap does not lather, the softener needs to
cycle more often, or needs more salt. The water softener owner’s manual will tell
you how to adjust the cycle time. If you feel salt is being used too quickly,
lengthen the cycle or consult a technician.

0 3. The €COLD water in your home is not softened. Since some sodium is added to
water in the softening process, use cold water for drinking, cooking and watering
plants.

Clothes dryer
0 1. Clean dryer lint filter before each use.

0 2. Check exhaust vent connection for clogging. If the duct is clogged, it can cause a
fire in your dryer, or burn out the dryer motor.

o 3. Ifthe dryeris not vented outside, it may cause moisture to form on your windows
and in closets. See Moisture problems fact sheet.

Utility shutoffs

0 1. Check operation of electric service panel. See Wiring: Electrical circuit breakers.
Make sure circuit breakers are clearly labeled in case you need to shut them off in
an emergency.

0 2. Locate gas shutoffs.

0 3. Locate water main shutoff.

Tool box

m Be sure you have the right quality tools you need for basic household repairs and
maintenance. See Basic tools for home care.

0 1. Clean tub and shower enclosure with a nonabrasive cleaner at least once a week to
prevent mildew and soap scum buildup. Abrasive cleansers can wear away the
glossy surface, and make cleaning harder. Look on the label of the product you
plan to use. Be sure it states that the product is nonabrasive.

O 2. Run the bathroom exhaust fan for 15 minutes after showers to remove steam and
prevent mildew. If dark stains appear in corners or on the ceiling, this is mold —
run the fan longer. See Moisture problems fact sheet.

0 3. Once a year, check the floor under the sink for stains or decay. These are signs
that the water or drain lines are leaking.



o 4.

D 5.

o 6.

If water drains slowly — Remove the drain plug from the sink, and clean away
hair and other dirt. Avoid using harsh chemicals to clean drains. See Plumbing:
Unplugging Sink Drains.

If water pressure from the faucet is low — Clean the aerator. See Plumbing:
Faucet Aerator Care.

Check ground fault outlet several times a year. See Wiring: Ground Fault Circuit
Interrupter.

o 1.

o 2.

o 9.

O 10.

Check under the sink to be sure disposal, drains and water connections are not
leaking. Spots on cabinet floor indicate leaks.

Clean refrigerator condenser coils with a brush or vacuum twice a year. Check
refrigerator owner's manual for location of coils. They may be behind or on the
bottom of the refrigerator.

On no-frost refrigerator, locate defrost pan. This pan collects water during
defrost cycle. It should be emptied and cleaned regularly.

Use baking soda to remove stains from kitchen counters. DO NOT use scouring
powder, as it will scratch the surface and make it harder to clean.

Sweep vinyl flooring daily, and follow manufacturer’s directions or clean with clear,
cold water once a week. If detergent is used, rinse thoroughly. Unless detergent is
thoroughly rinsed away, it will dull the surface. Most modern floors do not require
waxing. For information on removing stains, see Vinyl floor care fact sheet.

Clean the range hood filter with hot water and dishwashing liquid monthly, more
often if you frequently fry or broil foods.

Only use water from the cold water faucet for drinking. Cold water is less likely to
contain harmful dissolved metals such as lead. For extra protection, run the
water for 30 seconds or until it runs cold before using.

If garbage disposal does not work — See Garbage disposal care fact sheet.

Use cold water with disposal. Leave water running after the disposal sounds
clear, to be sure garbage moves down the drain.

DO NOT put bones, metal or stringy material down the garbage disposal.

O

Remove main return register yearly, and vacuum out dirt. This is a large register,
usually located in the living room or hall.

Smoke and carbon monoxide detectors

O

Check once a month to make sure smoke detectors on each level of the house are
operating. See their use and care manuals and Smoke and carbon monoxide
detectors fact sheet.

pajiels buijzes
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Carpeting
O 1. Vacuum heavy use areas often.

0 2. Place scatter rugs or remnants at entry areas and other high traffic areas —
such as walkways or under the dining table — to protect carpet. Put mats in
front of sinks.

0 3. Blot stains when they occur. DO NOT rub them; this can spread a stain, and force
it deeper into carpet. For information on removing stains, see Floors: Carpet care.

Windows

0 1. If the insides of windows collect water in winter — Wipe windows off so
moisture doesn’t cause wood to rot. Water on windows may be a signh that you
have too much humidity in the house. See Moisture problems fact sheet.

O 2. If your home has interior screens — Remove screens from windows in winter to
reduce the amount of water that collects.

Exterior

0 1. Clean gutters and downspouts in the fall after leaves have fallen, and any time
water continues to drip from downspouts several days after a rain. See Gutter
care fact sheet.

0 2. Be sure downspouts direct water well away from the foundation, to reduce
chances of a wet basement and to prevent erosion near the house. See Gutter
care fact sheet.

0 3. Be sure ground next to the house slopes down to carry water away from the
house. Low places next to the house lead to basement water problems.

0 4. Trim shrubbery or trees that touch your house, to prevent damage to your roof,
siding or windows.

0 5. If you have central air conditioning, keep grass, weeds and shrubbery away from
the condenser. For it to operate efficiently, air must move freely around the unit.

0 6. Wash siding with water and a soft brush annually. See Outdoors: Siding care.

0 7. Inthe fall, disconnect hoses from outside faucets BEFORE the temperature drops
below freezing. Water trapped between the hose and faucet may freeze and cause
the faucet to burst.

0 8. Coat an asphalt driveway with a sealer annually, to prevent water penetration and
help the driveway last longer.

O 9. Inwinter, avoid using salt on concrete sidewalks and stairs. Salt can damage
concrete. Salt water running off driveways and sidewalks can damage trees and
lawns, and cause problems in local rivers and lakes. Look for deicers that indicate
they do not harm concrete.

Prepared by John Merrill, extension housing specialist, UW-Madison. R-02



Use the right tool. Some basic tools
I t is important to have the right tool for

the job. Using the wrong size screwdriver
) Hammer, claw —
can damage the head of the screw. Using 16 ounce
a screwdriver in place of a chisel or pry bar
can damage the screwdriver.

The tools listed below are ones the T
authors find useful for the basic home care W
and repair tasks in this manual. w

As you begin to do more complicated
tasks, you will find that you need to add
other tools — that chisel or pry bar, or a Putty knife, flat-bladed and stiff,
certain type of saw. The sales staff at your 1 or 2 inches wide
local hardware store or lumber yard can
help you select tools you need to buy or h_
rent for a particular task.

pajiels buijzes

Quality can be important in

o Level — 2 foot
choosing a tool.

It is also important to get good enough v
quality tools to do the work. For example, U @ ] @ 1

&

some screw drivers are made of metal that < —

chips easily or that bends when you apply
pressure to turn a screw. Better quality
screw drivers will not do this. In fact, some
are guaranteed so you can return them to
the store that sold them for a % O
replacement. Keep the receipts for your

records (see Record keeping: What to keep,

where to keep it). Screwdriver, Philips head — number 2

Wrench, adjustable — 10 inch size

(

Locking pliers

Screwdriver, flat bladed — number 2

Prepared by John Merrill, extension housing specialist, UN-Madison. R-02






Carpet care

se door mats or scatter rugs at

entrances and in front of sinks to

trap dirt before it reaches the
carpet. Clean mats frequently by
vacuuming, sweeping or shaking outside to
be sure dirt isn’t tracked from them onto
the carpeting.

Sweeping the surface is not enough.
Vacuum carpets regularly. Concentrate on
heavy traffic areas, and other areas that
collect dirt such as under the dining table.
You can’t vacuum too often. A vacuum with
a rotating beater bar and strong suction is
essential to removing dirt from the carpet
base. Keep the brushes clean, replace
brushes when they wear out, and change
the bag according to instructions.

Before you use a cleaning product on new
carpeting, check the manufacturer’s guide
for restrictions. Most new carpeting has a
stain-resistant surface; ask the carpet
dealer what type of cleaner to use. Follow the
instructions on the cleaner container.

6400|

Removing stains...

Food

Clean up a spill quickly before it gets
into the carpet.

For liquids, blot with a clean cloth or
sponge. Blot toward the center of the
spill so the spot won’t spread.
DO NOT rub.

For gooey spills like jam or gum,
scrape up as much as
possible with a pancake
turner or dull knife. Use ice
in a plastic bag to stiffen
and remove gum.

Spray or sponge on a cleaning solution

made of:

1 teaspoon non-bleaching laundry
detergent

1 teaspoon white vinegar

1 quart warm water
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= Blot stained area with clean, light- Carpet ¢|eqning
colored cloth or paper towels. Change
towels frequently to avoid restaining.
Add more cleaning solution, and repeat
until towels stop picking up stain.

There are several methods of carpet
cleaning:

= Dry crystals. Brush crystals into the

DO NOT rub detergent into the carpet. carpet. The dry cleaning solution
dissolves, and absorbs oils and greasy
Oil, grease or ink dirt. Let dry and vacuum. This method

is effective for carpets that are not too
dirty. You can also use talcum powder
or cornstarch.

» Immediately blot or scrape up as much
as possible.

» Spray or sponge on a dry cleaning
solvent. Carpet spot removers are
available in hardware and grocery
stores. Follow label directions. Many
contain solvents that may be
dangerous to breathe. Use these only

when you can open windows and run » Liquid shampooes. Select a shampoo
fans. that foams well and dries to a powder.

Dilute if concentrated. Work shampoo
into carpet with a rotary brush, let dry
and vacuum. This method is good for
cleaning moderately to heavily soiled
carpet. It restores color and fluffs up
carpet pile, but brushing can mat deep
pile.

» Spray foams. Work foam into carpet
with a sponge or brush, let dry and
vacuum. This method can be effective
for small areas, but cleans only the
carpet surface.

= Blot stained area with clean, light-
colored cloth or paper towels. Turn or
change towels frequently to avoid
restaining. Add more cleaner, and
repeat until towels stop picking up
stain. DO NOT rub cleaner into carpet.

n Hot water (“steam”) extraction. You can
hire professionals — or do this
yourself. Easy directions come with
rental equipment. A hot water and
detergent mix is forced into the rug to
flush out dirt, and immediately

vacuumed up. This method is effective

at removing dirt deep in the carpet.

Note: Mold will develop unless all the

water is carefully removed. Opening

windows and running exhaust fans will
speed drying.

Adapted with permission from Caring for Your Carpet North Central Regional Extension Publication 462, by
Sharon Stevens and Wanda Eubank (Columbia, Mo.: Cooperative Extension Service, University of Missouri and
Lincoln University), 1993.

12 Prepared by John Merrill, extension housing specialist, UN-Madison. R-02



Vinyl flooring care

Keeping the floor clean .
ere are some ways to keep vinyl floors
looking good:

= Protect the floor when you move. .

Moving appliances or heavy furniture
across the floor can scratch or gouge

it. Try upside down carpet scraps under
furniture legs, or “walk” an appliance on .
pieces of plywood or paneling.

s Use door mats and small rugs by entry
doors. Sand and other outside dirt can
scratch the floor surface, and make it
hard to clean. Avoid mats with rubber
backing, since they can damage floors.

=  Sweep or vacvum daily to remove
loose dirt that can scratch the floor.

6400|

Wipe up spills immediately. If you
leave spills until later, they can cause
stains or attract more dirt.

Use floor protectors to prevent
furniture legs from denting or gouging
floors. These are available at flooring
and hardware stores.

Damp mop floor with:

* Cleaning solution recommended by
flooring maker, or

* All-purpose cleaner such as liquid Spic
and Span®

= Apply cleaner to a small area 3 feet by
3 feet.

Let the cleaner set on the floor for a
couple of minutes, then rinse
thoroughly with clean warm water. If you
do not rinse thoroughly, the remaining
cleaner will cause the floor to soil more
quickly. A scrub brush may help to
loosen dirt on a rough-surfaced floor.

* Reference to products is not intended as an

endorsement to the exclusion of others that may
be similar. If you use them, be sure to follow the
manufacturer’s current label directions.

13



HomeWise » Help for new homeowners Vinyl flooring care

Restoring the shine Heel marks
Most vinyl floors have “no wax” = Wash with detergent floor cleaner using
surfaces. This means that you do not have a nylon scrub pad or brush. Soak a few
to wax them often. But you may need to minutes if necessary. Rinse well.
renew the shine. Use a floor polish made for ., pour a small amount of baking soda in a
vinyl floors. The company that made your bowl. Dampen a clean, white cloth, and
flooring may recommend special types of dip the cloth into the soda to get
polish. Some types of vinyl floor polishes enough powder on the cloth to form a
are available in grocery stores. Be sure to paste. Rub the scuffed area in a circular
apply thin coats of polish. To get an even motion. Rinse thoroughly with water.
coat, pour polish on the applicator rather Buff with a towel if the area appears
than the floor. dull. Some manufacturers suggest
Removing stains... cleaning heel marks with lighter fluid
and a clean white cloth. Lighter fluid is
Food flammable, so use with care.
= Wipe up excess with a clean, white cloth, After removing a stain, you may want
or lift with a pancake turner. to apply floor polish to the area to renew

the shine and protect the floor. See

»  Wash the area with detergent floor
Restoring the shine above.

cleaner. Let soak a few minutes. Rinse
well.

= [f the stain is not gone, use more
detergent, and rub with a nylon scrub
pad or brush.

» If stain is still not gone, wipe with
rubbing alcohol (isopropyl or
denatured).

Tar, asphalt, chewing gum

= Apply ice to harden, then chip off with a
dull knife or putty knife.

» Use paint thinner or lighter fluid to rub
away remainder. Use in a well-ventilated
space, and follow label directions.

Adapted with permission from instruction booklets produced by Armstrong, Congoleum, Mannington Resilient
Floors and Tarkett.

14 Prepared by John Merrill, extension housing specialist, UN-Madison. R-02



" Energy conservation

Keeping heating costs down

our winter heating bill can be an
unpleasant surprise — and a real
strain on the household budget. In
northern climates, natural gas or fuel oil
bills are often $100, $200 or more a month
during winter.

One way to manage this seasonal
expense is to ask your utility company to
place you on a budget plan. This means
that you will be billed an equal amount each
month based on the previous owner's
average energy use. Payments are adjusted
annually to reflect most recent actual
usage.

_<

To reduce heating costs:
» Reduce air leakage.

Make sure the weatherstripping around
windows and doors is in place and still
springy so it makes a tight seal. If warm air
leaks out, you'll see frost on the storm
window.

New exterior doors have adjustable sills.
Make sure you do not see any light
showing under the door. If you do, loosen or
tighten the adjustment screws in the sill.
These will raise or lower the sill as needed.

Check caulking around window and door
frames, at butt joints in siding, and where
wood siding meets corner trim. Caulking is
used to fill gaps and prevent air and
moisture leaks. If you find loose caulk,
remove the old caulk, clean the area and
apply new caulking.

= Lower your thermostat to save energy.

Perhaps the easiest way to save heating
dollars is to dial down. If you will be away
for several hours or more, turn the
thermostat down to 55 or 60 degrees F.
Also consider dialing down at night and
keeping the temperature lower even when
you are home.

Having the temperature at 65 degrees
rather than 70 degrees may take some
getting used to. But many people find a
cooler house more comfortable and healthy
once they are used to it. You will save about
1 percent on your heating bill for every
degree you dial down.

Installing a programmable or set-back
thermostat will make it easier to dial down
and have the house warmed up when you
wake in the morning or come home at night.

Ask your gas or oil supplier for details
on weatherizing your home and setting up
budget payments.

For help selecting energy-savers such
as programmable thermostats, visit the
U.S. Environmental Protection Agency
(EPA) Web site:

www.energystar.gov/products
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HomeWise = Help for new homeowners Energy conservation

Close off registers in rooms you don’t
use.

Close doors to keep cooler air in the
area you use.

» Ventilate the attic. Attics in older
homes should have one square foot of

You can save money oh your summer
electric bill by following a few simple steps =
when you use air conditioning.

Ways to keep central air conditioning

costs down:

i ventilation opening for every 150 square

= Close storm windows and lower feet of floor, divided equally between the

drapes and b'““ds to keep out as much ridge area and bottom edge of the roof.
heat as possible. Air flows in through vents in the eaves,

s Check furnace filters to be sure they pushing hot air up and out vents near
are clean and air flows freely. the ridge.

» Keep the thermostat set as high as » Plant shade trees to keep the sun from
you can tolerate, and move it up a few striking your home. In the long term,
degrees when you are away for more planting shade trees on the south and
than a couple of hours. The air west sides can keep your home cooler.
conditioner will still reduce humidity Plant trees well away from the house.

and make the house comfortable even
at warmer tem peratures.

= Use fans to circulate air when you feel
warm.

= Run exhaust fans after bathing to
remove as much moisture as possible.
Be sure your clothes dryer is vented
outside, and line dry clothes outdoors
if possible.

= Tourn off your dehumidifier. The air
conditioning may drop the basement
temperature to the point where the
condenser coils on a typical
dehumidifier will freeze. The air
conditioning will also drop humidity
levels enough that the dehumidifier is 4
not needed, and running it would just
waste energy.
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Keeping costs down with room air
conditioners

= Make sure the unit is the right size to
cool the room.

— If the unit provides cool air up close
but leaves the rest of the area
warm, it may be too small. Shut
doors to reduce the area to be
cooled.

— If the unit shuts off frequently and
the room feels cold and clammy, it
may be too large. The unit is cooling
without dehumidifying adequately,
meaning you should cool a larger
area or buy a smaller air conditioner.

= Turn off room air conditioners when you
leave for long periods of time.

= Use higher fan speed to increase
comfort. Adjust the directional fins to
avoid uncomfortable breezes.

= Clean the filter and evaporator. When
these are dirty, you have less air flow
and cooling. See the unit’s use and care
manual for cleaning instructions.

s Check the seal around the unit. Make

sure warm air isn’t leaking in around the

air conditioner.

= If you use an extension cord, be sure
it is rated for high current flow. Using
the wrong extension cord can be a fire
hazard and reduce the unit’s cooling
ability.

Insulating helps in summer as
well as winter

Your house will remain cooler in summer
as well as warmer in winter if the attic and
side walls are well-insulated.

An insulating value of R-38& or more is
recommended for the attic — at least
12 inches of insulation on the attic floor —
and R-19 for the walls. Consult your utility
company or home inspector.

Prepared by John Merrill, extension housing specialist, UW-Madison. I-02
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his fact sheet covers basic

information on caring for forced air
furnaces. The information is general,
s0 read your owner's manual, or consult a
furnace repair technician for specific
instructions for your furnace.

What to do...

—

If you smell gas:

= Leave the house immediately, and call
the gas company from a neighbor’s
home.

= Follow the gas company’s instructions.

If the furnace won’t start:

s Check to be sure the electrical switch
on the furnace is on, and that the
circuit breaker for the furnace is on.

s Check to be sure the thermostat is set
higher than the room temperature on
the thermometer.

» If your furnace vents exhaust through
plastic pipes, make sure the outlets for
the pipes are not blocked. The furnace
will automatically shut off if these
pipes are blocked.

s [f your furnace vents exhaust through
plastic pipes, it also may have a plastic
tube leading to a basement floor drain.
If this tube — known as a condensate
line — is plugged, the furnace will
automatically shut off.

» If the furnace still won’t start, call your
furnace service company or the gas
company.

Have your furnace checked
regularly.

There are four good reasons to have a
heating contractor check your furnace at
least once every other year.

1. Safety — Gas furnaces are generally
safe, but they can create carbon
monoxide — a deadly odorless gas.

2. Energy efficiency — Like a well-tuned
car, a well-tuned furnace uses less
energy.

3. Convenience — A checkup can keep you
from waking up in the middle of the
night to find the house cold and the
furnace not operating.

4. Emergency repairs — A company that
has serviced your furnace is more likely
to be willing to respond quickly in an
emergency.

Change filters when dirty.

Your furnace has one or two filters that
clean the air that circulates through your
home. When the filter gets dirty, less air
can get through the filter, so your furnace
has to work harder.

Before the heating season, check your
filter size and get extras to have on hand.
You can get replacement filters at stores
that sell household supplies and hardware.

During the heating season, check the
filter every other month, and change it if it
is dirty.

buijooo 9 buirea
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Furnace care

To change the filter:
» Turn off electricity to furnace.
= Remove the access door.

= Remove the filter retainer — metal clip
that keeps filter in place.

= Pull out the filter carefully, keeping the
dirty side up.

» Replace a fiberglass filter with a new
one the same size, from a drug store or
hardware store.

» Ifyou have a reusable filter and the
filter isn’t ripped, take it to a sink or
outside. Run water through it, holding
the dirty side down while cleaning.
Shake out extra water when done.

» [Itisimportant that the filter face the
right direction when installed. Some
filters have arrows on the edges
indicating how they should be installed.
When in doubt, be sure that the mesh
covering the filter faces toward the
blower to keep the filter material from
being sucked into the blower.

» Replace the access door, and
turn on the electricity.

Should you upgrade your
furnace filter?

The basic furnace filter is designed to
remove large particles that reduce furnace
efficiency. In response to consumer concern
for indoor air quality, more efficient filters
are now being marketed.

Here are some things to think about
before you upgrade your furnace filter.

» First, filters only clean air when the
furnace blower is operating during the
heating season, and then only about
20 percent of the time.

= Second, recent research suggests that
filters have relatively little impact on
overall dust levels, which are much more
affected by household activity.

» Third, dust that appears on surfaces is
s0 heavy that it typically doesn’t stay
in the air long enough to be removed by
any of the filter options.

Nevertheless, if you have family
members with allergies who require cleaner
air, then you may want to invest in a high
efficiency furnace filter. If you do, check the
operating, installation and replacement
costs — not just the initial purchase price.

The electronic filter that has been
around for many years is among the most
effective. It has a high initial cost but no
operating costs, provided you keep it clean.

Furnace filter upgrade adapted with permission from: About Your House: Your Furnace Filter © 1999 by
Canada Mortgage and Housing Corp.: www.cmhc-schl.gc.ca

Prepared by John Merrill, extension housing specialist, UW-Madison.
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Water on the windows — Ways to deal with humidity
Mold on the walls problems:

ome houses are so airtight that .
5 humidity is trapped inside during
the winter. When this happens,

windows may become fogged and stay that
way. You may also see dark spots on the
walls in your bathroom or on the outside
walls of bedrooms. This is mold. Windows
fog and mold forms because water from
humid air is condensing on cold surfaces.

Shower—12 pint per shower

House plants
up to 1 pint per day

Check for plumbing leaks. Check under
sinks, tubs, toilets, around the water
softener, furnace and washer for drips,
wet places or stains.

Vent dryer outdoors. Be sure the
clothes dryer is venting outside.

A clothes dryer venting indoors
releases a gallon or more of water
into the house for every load you dry.

Keep basement dry. Make sure that
water is draining away from the outside
of your home. If not, water could be
coming through basement walls and
adding to your humidity problem. See
Gutter care fact sheet.

Cooking and dishwashing

1 pint per meal

Breathing —
3 pints per day

buijooo 9 buirea
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= Increase ventilation. Use your range
hood when cooking, cleaning or doing
dishes. Use bath fans for 15 minutes
after showering or bathing. Fans will
only help humidity problems if they are
vented outside. If humidity is still a
problem, leave fans on for several hours
per day. Open a window about 1inch at
the other end of the home to provide
replacement air when the fan is running.

= DO NOT use a dehumidifier in winter.
Most dehumidifiers are meant to work
at temperatures of 65 degrees F or
warmer, and with humidity levels above
50 percent. During winter, increasing
ventilation is more effective, and costs
less.

Summer basement humidity
problems

If your basement smells musty during
summer and no water is leaking in, humidity
may be the problem. Warm air from
upstairs falls into the basement and cools
off. Cooler air can hold less moisture, so
some water condenses.

Opening a window usually doesn’t add
enough heat to stop the problem. In fact,
doing so may just bring in more moisture.
A dehumidifier is usually the best solution
in the summer.

Dealing with mold problems

Reducing relative humidity and
eliminating leaks and damp surfaces are
the best long-term treatments of mold
problems. But if you find small areas of
mold on surfaces, you can use the following
procedure to eliminate it.

Scrub the area with a solution of ¥3 cup
full strength household detergent; 1 cup of
5 percent household bleach solution
(sodium hypochlorite) and 9 cups of water.

Moisture problems

Rinse carefully to remove the remaining
cleaning solution and mold residue. Even
dead mold spores can cause allergic
reactions. See health precautions below.

Cavtion: Be sure the detergent does
not contain ammonia. Bleach is a strong
chemical. Follow the directions on the
container carefully. Wear rubber gloves and
avoid skin contact. Open windows and run
fans to ensure adequate ventilation.

For larger areas, for confined spaces
such as crawl spaces, and for areas where
mold has penetrated materials, surface
cleaning is not enough and more health
precautions are needed.

» Remove and replace porous materials
such as wall board or ceiling tiles.

s Clean mold from wood and masonry and
sand off any remaining stains.

Once surfaces are thoroughly free of
mold, apply paints and sealers containing
fungicides to inhibit future mold growth.

Health precavtions

Molds can cause serious health
problems including allergic reactions,
asthma attacks and other problems.
Therefore, it is vital to use extreme caution
when working with large concentrations of
mold. Wear a N95 disposable respirator,
rubber gloves and eye protection.

Isolate the work area from the rest of
the house and use a HEPA (high efficiency
particulate air filter) vacuum to clean the
space once the area is cleaned.

You are safest to hire a professional
restoration contractor who specializes in
mold remediation to do the clean up.
Contact your local health department for
help in locating mold removal contractors.

Prepared by John Merrill, extension housing specialist, UW-Madison.
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- Guiter care

your roof out of your basement and

foundation. Check gutters in the
fall and spring to make sure they are doing
their job.

G utters keep water that flows off

Clean gutters regularly.

Clean out leaves, mud and twigs with
your hands, a trowel or an old pancake
turner. Have a helper hold the ladder so it
doesn’t slip.

Water trapped in the gutter means a
plugged downspout. To unplug the
downspout, use a garden hose. Place the
end of the hose in the top of the
downspout. Then, have a partner on the
ground turn on the water. Snake the hose
down the spout until clear water is running
out the bottom.

From the ground, check to be sure the
downspout directs water away from the
house. If there is a hole in the ground where
the downspout ends, add an extension to
carry water farther from the house. Add a
splash block, bricks or flat rocks
under the spout to spread o=
the water.

—
N

Spike and ferruvle

Check supporis.

When cleaning gutters, check to make
sure they are fastened tightly to the house
and arent sagging. If gutters pull away
from the house, water will fall to the
ground behind them. If
gutters sag, water will collect
in the low points and cause them to
sag further.

s400p31nQ

You can repair
small holes in the
gutter with an old
piece of window
screening and some
roofing cement. Clean
the area carefully to
get rid of all loose
dirt and rust. Apply
a layer of roofing
cement, and press
the screening into it.
Make the patch as
flat as possible so it
won’t catch debris
and dam water.

D Downspout

Splash block

<

Prepared by John Merrill, extension housing specialist, UN-Madison.
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hile icicles hanging from the eaves

of your home may be beautiful, they

may also indicate ice dams. Ice dams
form when snow piles high on the roof and
the weather stays cold.

Under these conditions, snow touching
the roof often melts. Water runs down the
roof under the snhow to the eaves. There,
the roof temperature drops and the water
refreezes. As this ice dam melts, water
drips over the eaves and creates icicles.

As more snow melts, water flowing
along the roof may back up behind the dam
and leak into the attic or sidewalls of the
home, causing damage.

First aid for ice dams

Clear snow from the roof a few feet
back from the eaves with a roof rake. You
need only remove snow far enough back so
the meltwater does not reach the ice dam.

A roof rake has a rectangular piece of
aluminum where the teeth would be on a
garden rake, and a handle that extends to
15 feet. This rake is designed so you can
remove the snow from the ground.

You do not need to remove show
completely. A thin layer of snow:
= Protects shingles from the roof rake.

=  Keeps the roof cold enough so no more
water flows down the roof to add to the
ice dam — or

= Simply melts away.

s400p31nQ

melting water

Do not try to break up ice dams. Using
picks and axes to break up ice could
damage shingles. Usually, removing the
show behind the dam as described above
will stop both water damage and ice
buildup behind the dam.

If icicles hanging from the dam become
large, it's OK to remove them to reduce the
weight on the gutters.

If you cannot reach the eaves from the
ground with a long-handled roof rake,
consider hiring a roofing contractor. They
have the equipment to work on the roof
safely.

25



HomeWise = Help for new homeowners

26

How can you prevent ice dams?

To prevent ice dams, make sure your
attic stays cold.

Check for air leaking into the attic.
Look around chimneys and plumbing. Non-
expanding foam in a can will plug most
leaks. If air leaks around something hot like
a stove pipe, form a gasket with sheet
metal or use fiberglass insulation that will
not burn or melt.

Add insvulation. In northern climates,
the attic should have an insulating value
of R-38 or more — at least 1 foot of
insulation on the attic floor. Consult your
utility company or home inspector for
recommendations in your area.

Ventilate the attic. In older homes,
attics should have 1 square foot vent
opening for every 150 square feet of floor,
divided equally between the ridge area and
bottom edge of the roof (eaves). Cold air
flows in through vents in the eaves, pushing
warm air up and out vents near the ridge.

Ice dams

Prepared by John Merrill, extension housing specialist, UW-Madison.
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Siding care

help care for the siding on your new

home. Unless indicated,
suggestions apply to aluminum, steel, vinyl,
and wood siding.

Dark spots near the ground or under
overhangs in shaded areas may be mildew.
To remove mildew:
=  Add 1 quart of household bleach to

Keep siding clean. the cleaning solution above for vinyl
siding (see the caution below).

l l ere are some suggestions that will Remove mildew.

s400p31nQ

= Wash siding every year with cold
water. Use a soft brush to loosen dirt. = Protect shrubs from contact with the

A long-handled car washing brush that bleach solution by covering them with
fastens on the end of a garden hose clear plastic.
makes the job easier. = Scrub spots with the bleach solution,
= Start from the bottom and work up, to then rinse siding well with clear
prevent streaking. water.
= For hard to remove dirt, wipe down the Caution: Be sure the household cleaner
siding with: you use in this mixture does not contain

ammonia. Ammonia can form a poisonous

* ¥3 cup household cleaner such as ) . av
gas when mixed with the chlorine in bleach.

Soilex® or Spic and 5pan® in 1 gallon
of water.

® For vinyl siding: If this does not work,
increase the household cleaner to
73 cup and add V3 cup laundry
detergent.

= Rinse siding well with clear water.

27
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Remove chalking from painted siding.
Natural weathering can make paint powder
— chalk — on wood, aluminum or steel
siding. You can generally wash chalking off
with water and gentle scrubbing.

Use power washers with great care.
Do not tilt it up, as this can force water
behind the siding. It will drip down later,
streaking your clean siding. Water behind
siding can also cause damage to your
home. Using too much pressure can remove
paint or damage the siding.

Repair loose vinyl siding. Loose vinyl
siding can either be snapped back into
place or loosened and renailed. Talk to a
vinyl siding supplier for details and the
tools needed.

Siding care

Adapted with permission from:

Knaebe, Mark, “Why House Faint Fails,” The Finish Line. Forest Products Laboratory, USDA Forest Service,

1995: www.fpl.fa.fed.us/fags.htm

Vinyl Siding Cleaning and Maintenance Guide @ 2000 Vinyl Siding Institute:

www.vinylsiding.org/vsic/publications/clean.htm

Prepared by John Merrill, extension housing specialist, UN-Madison.
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Carpenter ant
control

What are carpenter ants? How to identify
f you see large black ants in your home, carpenter ants
they are probably carpenter ants. Carpenter ants are usually black and
Carpenter ants do not eat wood, but range from ¥8 to ¥2 inch long. Some
feed on live or dead insects. Indoors, they carpenter ants have wings, though most
are attracted to meat, honey, sugar, jelly, members of the nest do not.

grease and fats. If nesting indoors, they

may be found in water-damaged or while other ants have an uneven thorax. You

Carpenter' ants have a rounded thorax,

|044U09 189/

decaying wood, foam insulation, or cavities can tell winged carpenter ants from
such as hollow core doors, behind walls, or  termites, because ants have waists and
even in curtain rods. termites don’t (see illustration).

Outdoors, carpenter ants nest in dead
or rotting trees and stumps, in landscape
timbers, or in logs and boards lying on or
buried in the ground.

When are carpenter ants
a problem?

It is common to see a few carpenter

ants in the home during the spring.
However, you may have a nest in your home
if you see any of the following:

rounded thorax one node

Carpenter ants inside from November
to early March.

Many winged carpenter ants inside.
The swarm may help you locate the
nest.

Coarse sawdust mixed with insect
parts (called frass) falling from ceilings,
cabinets or other wood.

Many workers — 15 to 20 per day — in
places other than the kitchen.

Most other ants look like this. Winged ant Termite

uneven thorax fwo nodes

Beaded, straight
anfennae, no waist
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Carpenter ant control

How to find the nest

To find an indoor nest, look for the
most ant activity. Carpenter ants are most
active between 8 p.m. and 4 a.m.

If you don’t see a pattern in their
activity, consider placing food such as
honey or canned cat food on a plate. Once
the workers find the food, they should
show you a pattern as they bring it back to
the nest.

Indoor ant colonies are often under
tubs, around sinks and toilets, in poorly
ventilated attics, in leaky roofs or in rotting
window sills or door frames.

Getting rid
of carpenter ants

Indoor treatment

Once you find the nest, solving the
moisture problem and removing damaged
wood often removes the ants.

If you decide to use a pesticide, use it
only in suspected nesting areas. Using
foggers or treating exposed surfaces where
you see ants will not solve the problem.

Outdoor treatment

You can spot-treat indoor satellite
colonies. But if the ants are a long-
standing problem, a more permanent
solution is to find and treat the parent
colony. Check wooden porches, landscape
timbers, and old stumps for the main
colony.

Do you need
professional help?

If you decide you want professional help,
contact two or three reputable firms. Ask
them about their service. Compare cost,
guarantees, and type of treatment. If done
correctly, a single spot treatment of the
nest should solve the problem.

Adapted with permission from Controlling Carpenter Ants A3G41, by Phillip J. Fellitteri, distinguished outreach
specialist in entomology, UW-Extension, and Insect Diagnostic Lab, UN-Madison (Madison, Wis.: Cooperative

Extension Publications), 1995.

lllustrations from Controlling Ants A1970 by W.L. Gojmerac, UN-Extension, 1990.

Prepared by John Merrill, extension housing specialist, UN-Madison.
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Termite conirol

Why worry about termites?

ermites wreak far more damage to

buildings than any other insect

species. Annual cost for prevention
and replacement of destruction from
termites is estimated to be close to $1
billion nationally.

Termites can be grouped into four

categories:
= Subterranean

» Drywood
» Damp wood
» Powder post

Subterranean termites are the most
destructive and the type common in the
Midwest. They enter structural wood
through wood that touches the soil, cracks
in concrete slabs, over the edge of slabs,
through expansion joints, openings around
plumbing and masonry or concrete-block
footings.

Subterranean termites eat the softer
interior parts of wood. Thus, there is often
no visible trace of damage. Damage is not
rapid. However, if left undisturbed for
several years, termites destroy large areas
of wood.

How to find out if you have a
termite infestation

A sure sign of infestation is earthen
“shelter tubes” on foundations, walls, bath
traps and wood. To check for termites,
probe any wood near the foundation or soil
with an ice pick or sharp screwdriver.

Termite-damaged wood offers little
resistance to the probe, and the pointed
tool will sink easily into wood. Swarming
termites indoors are a sure sign of
infestation.

1044U09 1459/

How to control termites

To prevent potential termite invasion...

1. Remove construction waste, tree
stumps, grade stakes and other wood
from the building site.

2. Repair structural defects that keep
wood moist.

3. Create termite barriers — mechanical
or chemical.
Termite life cycle

primary fémale
reproductives

adults

worker

reproductive

soldier
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Pretreating the soil below the home
before construction is relatively inexpensive
and usually the preferred method.

There are two choices for chemical
treatments. The most common method
used during the last 40 years is to create
a pesticide barrier around the foundation
of the home. Specialized equipment,
restricted chemicals and a good
understanding of termite biology are
needed for proper termiticide application,
and should be done by a certified pest
control operator.

A second choice is to use special
termite bhaits. Termites will feed on these
toxic materials and share with other
members of the colony. Baiting systems
use less toxic and much smaller amounts
of chemicals. Baiting is slower and usually
more expensive but less intrusive than
chemical barriers. You should still seek
professional help for this type of
treatment.

Termiticides are potentially toxic to
people and other warm-blooded animals
and must be handled with care. Keep
children and pets away from termiticide
preparation and application sites.

Do not treat soil beneath structures
that contain cisterns or wells, or soil
saturated with water or frozen.

Keep watch for termites

In terms of maintenance, make regular
inspections. Keep water and vegetation
away from buildings and do not disturb
chemical ground treatments.

Termites

References:

Houseman, R. (2000). State Entomology Specialist, University of Missouri. Fersonal Communication.

Meder, Stephen and Botsal, Elmer (2000). Treating termites right. Home Energy, July/August, 24-30.
Sanders, Darryl (1996). Termites, M.U. Guidesheet (G7420), Entomology Department, University of Missouri

Extension.

Prepared by Atiya Mahmood, former housing specialist, University of Missouri-Extension.
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Why worry about cockroaches?

ome people worry that cockroaches

carry diseases. This isn’t usually

true. However, they can contaminate
food as well as cause damage to food,
wiring and other items in your house. They
also contribute to allergies.

Why do | have roaches?

Roaches enter homes in food and other
containers, or from a house or apartment
that shares a wall with yours. Roaches are
typically about half an inch long and light
brown, with two dark streaks behind their
heads. Young roaches are smaller and
darker, with a light streak on their back.
Roaches live in kitchens where food is
available. They need moisture, so you often
see them near toilets, sinks and pipes.

How can I avoid bringing
roaches with me from our
old house?

To leave roaches behind, pack everything
in your kitchen and bathroom in new boxes,
and piece by piece. Inspect each piece for
hitchhiking roaches. For items like toasters
that you can't fully inspect, place them in
the freezer over night. While roaches can
survive cold, they can’t survive thermal
shock — sudden temperature changes.

Once you have packed a box, take it
immediately out of the room, and out of
the house if possible. If this isn't possible,
keep boxes off floors and away from walls.

As an extra protection, consider using
a roach spray inside the kitchen and
bathroom cabinets of your new home.
Concentrate on cracks, joints and holes.

How can | keep roaches out of
my house?

= Don’t bring cockroaches in. If you live
in a single-family house, roaches will
only get in as hitchhikers on items you
bring into the house. Check all
containers — particularly beverage
cartons — for roaches and egg cases.
Egg cases are dark colored, and vary in
size from a split pea to a kidney bean.

» Don’t feed roaches. Don’t leave open

containers of food or beverages around.

This includes pet food. Don’t leave dirty
dishes around over night. Take garbage
out every evening. Repair leaky faucets
and pipes.

How to get rid of roaches

First, be sure you are not feeding
roaches. Insecticide treatments are
effective only if cooking and eating areas
are clean and roaches cannot find food —
or pet food.

Use roach traps to find where roaches
are living. Place traps in several locations
tightly against walls. Then check to see
which traps collect the most roaches, and
apply insecticides near those traps. (With
any insecticide, follow label directions.)

If you choose to use roach spray or
powder, place it in cracks, along
baseboards, on the floor behind stoves and
refrigerators, and other places with high
roach traffic. It is not effective to treat
shelves and counter surfaces.

Roach baits are effective if you place
them near where roaches are hiding. Do
not spray near the baits.

1044U09 1459/
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These four cockroaches are found in Wisconsin.

Oriental German Brown-banded American

Insects appear approximately 12 times their actual size.

Adapted with permission from:

Cockroaches AG-FO-1003-B by Jeffrey Hahn and Mark Ascerno, (St. Faul, Minn.: Minnesota Extension
Service), Revised 1991,

Controlling Cockroaches A1953 by W.L. Gojmerac (Madison, Wis.: University of Wisconsin-Extension),
Revised 1965.

lllustration courtesy of Lee Lovett, Wisconsin Department of Agriculture, Trade and Consumer Protection,
from A1953.

34 Prepared by John Merrill, extension housing specialist, UN-Madison. R-02



What is a faucet aerator?

here is a part of most faucets you

probably take for granted. It is called

an aerator. This helps increase the
water pressure at the faucet, and helps
direct the flow.

How do | know if the aerator
is not working?

If you have a faucet with very little
water coming out when you think there
should be more — or if water runs unevenly
— it may be because the aerator is
clogged.

To clean an aerator...

= Block the sink drain, 50 you won’t lose
any parts.

= Unscrew the aerator from the end of
the faucet spout. To do this, wrap a dry
cloth around the aerator and twist to
the left. DO NOT use pliers, because
they will scratch the spout.

Aerator

R 1010

Keep parts in order. The aerator has
several parts. When you remove them,
be careful to keep them in order so you
can put the aerator back together
again.

Remove dirt from the various parts,
and rinse them clean. Soak encrusted
parts in vinegar to remove hard water
deposits.

Reassemble the parts, twist the
aerator back onto the spout, and
tighten it without tools. The rubber
washer should keep the aerator from
leaking. If the faucet leaks, you may have
misthreaded the aerator, or not reas-
sembled it properly. Try reinstalling it,
rather than using a pliers to tighten it.

Note: Your aerator may not look exactly like

this diagram — parts may be different,
or in different order.

Prepared by John Merrill, extension housing specialist, UW-Madison.
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Garbage disposal
care

Using your garbage disposal

ere are some ways to keep your
disposal unit working properly:
= Keep hard objects out. This includes
plastic, rubber and metal, as well as
bones and gristle — unless the owner’s
manual says your unit can safely
dispose of those items.

= Use a strong flow of cold water when
grinding waste. Cold water will help
harden grease, so it doesn’t clog the
disposal unit or drain line. Water flow
will make sure the ground up waste
passes into the sewer and doesn’t clog
your drain lines.

s Leave the water running for a few
seconds after the disposal finishes
grinding, to flush the drain.

= DO NOT let food stand in the disposal.
This causes the interior to corrode and
can produce odors.,

s If a disposal seems to take a long
time to grind food — The grinding lugs
may be coated with soft food and not
rotating. Try grinding chicken bones or
peach pits to clean the soft food off
the grinders. Ice cubes are too soft to
do the job.

= DO NOT use chemical drain cleaners in
the garbage disposal. Follow the steps
above to prevent clogging. To unclog a
disposal unit, see the following ideas.

What to do...
If the disposal stops:

This usually means something is

jammed in the disposal unit.

If the motor is humming:

Turn the disposal unit off.
Turn the cold water on.

If your model comes with a wrench,
insert it in the hole in the bottom. Turn
the wrench back and forth until the
disposal grinders turn easily.

= [P =
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» Ifyou can’t use a wrench, take a wooden
stick — such as a wooden spoon or
section of broom handle — and push it
into the disposal from above. Push
against one of the grinders until they
turn freely. NEVER put your hand in the
disposal.

Once you've removed the jam and the
grinders turn easily, turn the disposal unit
on again.

If the motor is not humming:

s Press the reset button on the bottom
of garbage disposal. If this doesn't
work, wait a few minutes and try again.

If the disposal is noisy:

This usually means some hard object
like 2 spoon or bone has fallen into the
garbage disposal.
= Turn off the disposal unit.

» Use a long-handled tongs or pliers to
reach into the disposal and remove the
object. NEVER put your hand in the
disposal.

Garbage disposal care

Prepared by John Merrill, extension housing specialist, UW-Madison.
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Unplugging
sink drains

How do drains work?

hen water runs down the sink
W drain, it flows through a trap (see

diagram). The trap is designed to
prevent objects such as jewelry from
getting into the sewer system. The trap
also prevents sewer odors from getting
into the house by “trapping” a little water
in the drain.

If the drain backs up suddenly,
something may have fallen into the drain. If
drainage slows gradually, then the cause
may be a buildup of hair and grease.

Steps to unplugging a drain

1. Ifyou can, remove the stopper and
clean it. If not, use a piece of stiff wire
with a bend at the end, or a toothbrush,
to remove hair and soap scum.

2. Pour boiling water down the drain. This
may dissolve soap scum that could be
plugging the drain.

3. Try a plunger (plumber’s helper): N
= Fill the sink half full of water.

» Plug the overflow hole at the top
of the basin with a wet rag or
rubber ball (see diagram).

» Put the plunger over the drain,
and work it up and down several
times.

= Quickly lift the plunger away from
the drain.

» If drainage improves, turn the
faucets on full force to finish

clearing the plug.
.~

4. If the plunger does not work, you can
remove the trap.

» Place a pan under the trap.
» Loosen the nuts connecting the trap
to the sink and to the drain.

= Remove the end of the trap from the
sink first.

» Clean the trap with a wire and a rag.
A clothes hanger is a good source of
wire.

» Replace the trap. Be sure:
* Both gaskets are in place.
* Nuts are threaded straight.
o All connections are tight.

= Check for leaks by running water
through the drain.

5. If you use chemical drain cleaners, take

extreme care and follow label directions.

If drain cleaners don’t work, they leave
harmful chemicals in
the water that
backs up in

the sink.

Overflow

buiquinig

They can
also be
dangerous
poisons
to store
when
children
are in the
house.

Prepared by John Merrill, extension housing specialist, UW-Madison.
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What if flushing the toilet fills
the bowl?

Hard objects

Remove hard objects such as hair
brushes as follows:

few minutes to see if the water level goes 1. Form a hook at the end of a piece of

' f water won’t drain from a toilet, wait a

down. The level will often drop somewhat,
even when the outlet is plugged. If the
water level does drop, it will be easier to
work on the problem.
While you are waiting, find out what is
plugging the toilet.

Steps to unplugging a toilet
Soft objects

If you can wait an hour or two, toilet
paper and human wastes will dissolve and
take care of themselves. To speed the
process, use a plunger. The type shaped like
a ball works best.

1. Place plunger over toilet outlet,
and push it up and down several
times.

2. Next, quickly pull the plunger
away from the outlet. This
pulls blockage back into
toilet bowl.

3. When finished, wash the
plunger.

heavy wire. A clothes hanger is a good
source of wire.

2. Push the hook up into the toilet outlet
(see diagram).
3. Hook the object, and remove it.

If this doesn’t work:
4. Tie a plastic bag over your hand.

5. Reach into the outlet and remove the
object.

Prepared by John Merrill, extension housing specialist, UW-Madison. R-02
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Electrical circvit
breakers

What do electrical circuit
breakers do?

electricity, a circuit breaker trips and

prevents more electricity from going to
the appliance. This protects you from
shock, and your home from fire.

If you want to work on a light or an
outlet, you can use the circuit breaker to
shut off the electricity to that part of the
house so you can work in safety from
shock.

Each circuit has a number beside it.
Inside the circuit box door, you should find
a list of the rooms or appliances each
circuit protects. If you do not find one,
consider making a list by turning off
circuits one by one, and writing down which
lights, outlets and appliances go out.

l f an appliance breaks or draws too much

—

What if a circuit breaker is
tripped?

If any electrical outlet does not work,
the circuit breaker may have tripped. You
can tell which one is tripped by looking at
the breakers and seeing one that is not in
the same position as the others. If one is
between on and off, that one has been
tripped.

To reset the circuit breaker, first press
the breaker switch all the way to the off
position, then press it back into the on
position. If a breaker refuses to stay on,
disconnect any appliances connected to it
and try again. If the circuit breaker now
stays on, then one of the appliances may
be broken.

Circuit breakers may also be tripped if
you use too many appliances on a circuit.
For example, using a toaster and a waffle
iron at the same time might overload a
circuit.

[
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Ground favult
circuit interrupter

What is a ground fault circuit
interrupter?

ground fault circuit interrupter (GFI)

is a special electrical outlet that

prevents electrical shocks in such
areas as bathrooms and kitchens, where
you are likely to be in contact with water
and electricity at the same time. Unlike a
normal circuit breaker, this is sensitive to
very small amounts of electrical leakage. In
new homes, they are required in bathrooms,
kitchens and outdoors.

How do | use one?

You use a ground fault circuit
interrupter just like any other electrical
outlet. Plug in an appliance such as a clock.
Push the test button to make sure the
circuit will be interrupted if electricity leaks
— the clock should stop. Then press the
reset button.

What if this outlet does
not work?

This outlet can shut off if room
humidity is high, or the electrical
connection is damp. First, remove the
appliance that did not work when you
plugged it in, and try another appliance. If
the outlet still does not work, press the
reset button.

buim

If you try this several times and the
outlet still doesn’t work, check the circuit
breaker in your electrical service box. See
Wiring: Electrical circuit breakers. If the
circuit breaker is still on, you may need to
have the ground fault outlet replaced.

Sometimes, more than one outlet is
wired to one GFl. If another outlet fails,
check nearby GFls. If nearby GFls are fine,
check the circuit breaker.

Test R t
= :‘] [- (:ss:ally red)

Prepared by John Merrill, extension housing specialist, UW-Madison. R-02 45
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Home safety

John Merrill, Kim Terry and Rosalie Powell

Il. Home Safety Fact Sheets
Smoke & carbon monoxide detectors 49

Lead paint hazards . . . . . . . . . 5l
Living with neighbors . . . . . . . . 55

Add your own home safety information to this
section.

University of Wisconsin-Extension = Cooperative Extension, 2002
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Smoke and carbon
monoXxide detectors

How does your smoke detector
work?

= Battery-powered models — These are
powered by a battery that you should
replace every year, preferably with an
alkaline type. Be sure batteries are
always in place and powered. Each
detector operates independently.
Consult the use and care manual.

= Hard-wired models — These are
connected to the house’s electrical
system, just like your lights. All the
alarms are connected so if one sounds,
the others will sound as well. They do
not need batteries. However, they may
not work if the electricity is turned off
or interrupted.

What if you burn the toast?

If you create smoke while cooking and
the alarm sounds, open a
window or door and run the
kitchen fan until the
smoke is cleared from
the smoke detector.
Fanning air through
the detector will
help the smoke
to clear faster.

How can you test the alarm?

Check your smoke detectors once a
month to be sure they are working. Put a
reminder on your calendar.

First, check that the red light is blinking
about once a minute. Next, test the alarm
by pressing the test button firmly
for five (B) seconds. The alarm
will sound. The noise will stop
when you stop pressing
the button. (See
diagram.)

If your smoke
detectors run on
batteries and you've been Press and hold
away from home or on vacation for a week
or more, test the alarms when you return.

You can also test by blowing smoke
directly into the smoke detector. Never use
a flame near the smoke detector; you may
damage the detector.

K1ajes auwioH

What if an alarm does
not work?

If the alarm does not
sound when you test it —
and the battery is
charged — check the use
and care manual that came
with your smoke detector. -

If you've tried everything .
and the alarm still doesn’t
work — replace the
smoke detector as
soon as possible.

49
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Carbon monoxide —
A winter concern

When the home is closed and the
heating system is operating, carbon
monoxide poisoning is a concern. This is
the number one cause of accidental
poisoning in the United States.

This is particularly dangerous because
it gives no warning. Carbon monoxide is an
odorless, colorless product of incomplete
combustion, and spreads rapidly. Early
symptoms are easily mistaken for the flu
and ignored.

Any combustion appliance can be a
source, from the central heating system to
a space heater or fireplace, even a vehicle
left running in an attached garage.

To avoid danger...

= Have your heating system checked
regularly by a technician.

= Avoid using unvented combustion
appliances for heating, such as ovens.

Gas stoves may generate small
amounts of carbon monoxide. But unless
they are used for long periods of time for
space heating, they are unlikely to pose a
risk.
= Install a carbon monoxide detector.

These sense when carbon monoxide
levels reach a danger point and sound an
alarm. When buying a carbon monoxide (CO)
detector, look for one that has a
Underwriters Laboratory (UL) seal. Follow
package directions for placement and care.

Early CO detectors were plagued with
nuisance alarms. Current models have been
redesigned to eliminate this problem.

Smoke and carbon monoxide detectors

Reference:

Consumer FProduct Safety Commission. Carbon Monoxide Questions and Answers, CFSC Document #4606,

www.cpsc.gov/cpscpubl/pubs/466.html

Prepared by John Merrill, extension housing specialist, UW-Madison. R-02



Lead paint hazards

lanning to remodel or repaint? Be
Pcareful when you disturb paint in an

older house — that paint may
contain lead.

The older the house, the more likely it is
to have lead paint. When lead paint is
damaged by water, sunlight, friction or
remodeling activity, the lead breaks into
smaller pieces and dust. Young children can
be poisoned if they play in these
environments.

When you bought your home, did you
get a brochure about lead paint? Since
1996, federal law has required property
owners to give a brochure called “Protect
Your Family from Lead in Your Home” to
people who buy or rent a house built before
1978. Since 1999, commercial contractors
and painters also must give out this
brochure when they disturb more than 2

square feet of paint in a home built before
19786.

Lead poisoning is a serious
threat to children under age 6.

Children with traces of lead in their
blood can have learning difficulties. Lead is
particularly serious for young children for
three reasons: behavior, absorption and
vulnerability.

Behavior — Young children crawl and
play on the ground where lead dust
accumulates, and often put their hands in
their mouths — especially when they are
teething. This behavior brings them into
contact with lead dust.

Absorption — Children absorb more of
the lead that gets into their stomachs
than do adults.

Vulnerability — Children’s brains are
especially vulnerable to damage from lead.
Lead affects their developing nervous
system and can permanently impair
intelligence, motor control, hearing and
learning.

Lead poisoning cannot be cured, only
prevented. Protect young children from
exposure to lead paint and dust. And
protect yourself. Adults exposed to lead
can become irritable, and can have damage
to kidneys, sperm cells, developing fetuses
and the nervous system.

K1ajes auwioH

What if you hire someone to
do the job?

If you hire someone to paint, repair or
remodel and the job requires disturbing
more than 2 square feet of paint on a home
built before 1978, contractors must:

» Give the occupant a copy of Protect

Your Family from Lead in Your Home and

» Get a receipt for this pamphlet.

For a copy of the pamphlet, call the
National Lead Information Center (NLIC)
toll-free:

(&00) 424-LEAD
Or order it via the Web at:
www.epa.gov/lead/nlic.htm

This notification is required by federal
law. The rule does not require lead paint
removal. It is intended to make you aware
of the potential risks so you can decide
what to do.
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The federal government is taking lead
poisoning seriously because 4 percent of
children (one in 23 children) under age 6
have elevated blood lead levels.

What if you do the job
yourself?

The federal rule does not apply to work:
= you do on your own home or

= involving an emergency repair required

— to prevent damage to the structure
or

— for safety or health purposes.

If you do your own painting or
renovation work, take potential lead paint
hazards seriously. Take care to control lead
dust and chips created when scraping
surfaces for repainting. Clean up all dust
and debris before children are exposed.
One-day courses, accredited by the
Wisconsin Department of Health and
Family Services, are available to teach you
how to work safely with lead paint. Call
©606-261-68676 for a list of training
providers with accredited courses.

If your home was built before 1978, you
may want to find out where the lead paint
is before you start renovating. You can hire
someone to test the surfaces in your home
for lead paint. Some inspectors have
equipment that allows them to check for
lead without disturbing the paint. If they
check your entire house, you will know if you
have lead paint and where it is.

Call 6086-261-6876 for a list of
certified companies with certified lead
inspectors or risk assessors who can tell
you where lead paint is located. Certified
risk assessors also can advise you what to
do with lead paint.

Do-it-yourself lead testing kits such as
“Lead-Check” swabs are available, but they
provide only limited information. They don’t
tell you how much lead is present.

Lead paint hazards

Taking paint samples to send to a
laboratory for analysis is another option.
Samples should include all layers of paint.
Different walls or woodwork may have
different underlying paints. One sample in a
room may not give you the complete
picture. For an updated list of laboratories
NLLAP-accredited to analyze environmental
lead samples, call 1-800-424-LEAD or go
to the Web listing at:

www.leadlisting.org

For projects that disturb large
amounts of lead paint, you may want to
hire contractors who have been trained to
work safely with lead paint. Call 608-261-
6876 for a list of certified companies with
certified lead hazard reduction staff.

Can you protect yourself and
your family? Yes!

Maintaining lead-based paint requires
extra care to minimize harmful dust and to
carefully contain and clean up the dust
created by repainting. Untrained owners
trying to remove lead-based paint may
poison their children by mistake.

Fortunately, information is available
about lead paint hazards and how to deal
with them. The National Lead Information
Center offers other publications including
Lead Faint Safety: A Field Guide for
Fainting, Home Maintenance and
Renovation Work and Lead in Your Home: A
Farent's Reference Guide.

You can order these from
1-8600-424-LEAD or on the Web at:

www.epa.gov/lead

You can get “Lead Paint Safety, A Field
Guide...” from:

www.hud.gov/lea



Look out for lead

WHERE TO LOOK:
Lead is commonly found in

homes built before 1978,
Look in these areas.

Vinyl miniblinds
that are not
marked lead free

Dust & paint
chips on window
wells & sills

Old paint
on porches,
railings &
steps

\

mew )

N

. N Ap—

Old paint and varnish on doors & windows

Old painted

furniture & toys

Dust in rugs & corpej}

/

Baseboards, woodwork & floors

lead in@
drinking

water

Food & drink
prepared or stored
in pottery & ceramics

Bare dirt in the yard

N
_]
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Chips &

dust from
outside paint,
including
siding
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If you do not have a computer, try your
local library. Most libraries have a computer
connected with the Internet. Libraries in
Wisconsin also have access to copies of
“Maintaining a Lead Safe Home” by Dennis
Livingston, a book that has excellent advice
for owners and families.

You may be able to get financial help for
controlling lead paint hazards on your
property. For a list of funding sources, call
your local health department or:

(608) 266-5817

llustration courtesy of the Wisconsin Childhood Lead Foisoning Prevention Program, Wisconsin Department of
Health and Family Services Division of Fublic Health.

Prepared by John Merrill, extension housing specialist, UN-Madison, and staff of Wisconsin Department of
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Living
with neighbors

our neighbors can be valuable
resources. How well do you know
them?

You've heard the saying “Your home is
your castle.” Like a castle, a home can
provide privacy and space you can control.
However, families who lived in castles had
their problems.

In the old days, castles were built to
keep out robbers and attackers. The
nearest neighbors were miles away, and
probably enemies. Fortification kept
lawlessness outside the castle walls.

In some communities today,
homeowners are still acting as if they live in
the Middle Ages. They are fortifying their
homes like castles with security fences,
window grates, and multiple locks —
abandoning their neighborhoods, thus
encouraging lawlessness.

In some cases, homeowners are
stressing control and privacy to extremes.
They are acting as if they have the right to
do whatever they wish with their house and
land without regard for their neighbors.

e

We are much more likely to enjoy the
security we want if we work with our
neighbors. While you may not become best
friends, getting to know your neighbors has
many advantages.

Connecting with neighbors

Knowing your neighbors can make your
home more than a castle.

Children often are the first to get to
know their neighbors in the course of play
or school. They provide a natural way for
you to meet other parents.

If you do not have children living in your
home, making contact with neighbors may
take more effort. Most of us are so busy
that unless we make a deliberate effort, we
deny ourselves the benefits of getting to
know our neighbors.

Here are some ways you can get to

K1ajes auwioH

know your neighbors.
= When you move in, introduce yourself
to neighbors.

Let them know that if something that
you or your children do — or neglect to
do — ever bothers them, you hope they
will talk to you about it. Assure them
that you want to be good neighbors and
that you need to know if they have
concerns.

= Invite your neighbors to an open
house.

In summer, consider a potluck picnic in
the backyard.
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= Join neighborhood or block groups. = Work together on issues that concern
Some cities have neighborhood groups. yovu "!L You can team up t? stop
These do a variety of things to improve 5p.eedmg vehlc.:les or d‘eal with a
the neighborhood. Taking part in these heighbor who is creating problems for
activities can be a great way to help the everyone, and address other
neighborhood and get to know your heighborhood issues.

neighbors at the same time. . .
Preventing crime

= Spend time in your yard and your

neighborhood. You and your neighbors clearly share

two important concerns — preventing

If you are doing yard work, people may  ;rime and maintaining property values.

be interested in what you are doing and Most residential crime is

stop to talk. Take walks after dinner opportunistic. In other words, criminals
and take the chance to talk with commit crimes because they see an easy
neighbors who are in their yards. Look opportunity. For example, they see a home
for community garden plots. Visit these ith geveral newspapers on the front porch,
in the evening or weekends to meet local |, evidence that anyone is home, and no
gardeners. neighbors about. They check further and
find an easily forced door or an unlocked
window.

Neighbors can help prevent crime.
local services. They may know some of  watching out for each other can make

Neighbors can:

= Offer advice about your home and

your home’s history. They may criminal activity more difficult, since the

recommend someone for repairs or yard  rigk of being caught increases. For the

work. typical residential crime, this can make a
= Provide help when family and close huge difference.

friends are too far away or not
available. They may have tools you can
borrow or be willing to lend a hand.

Here are four principles of neighbor-
hood crime prevention, and how to

put them to work.
They may have children who can do odd

jobs for you — or your children can do

odd jobs for them, such as pet care or Make sure all
- yard work. outside doors and

= accessible windows
=  Waich out for each other. If your
have good locks.

neighbors know you well enough, they
can report anything unusual, roll up Outside doors
your car windows when it rains, or should be made of

return your stray pet. solid wood or clad
in steel with 1inch {

1. Improve physical security.

long deadbolt
locks. The inside
lock knob should be
as far away from
adjacent windows
as possible.

Ovutside doors should be of solid wood or
clad in steel with a 1-inch deadbolt lock
away from windows.



2.

Sliding glass doors or windows should
have something sturdy blocking the
track to keep them from being forced
open. Cut a steel bar, broom stick or
dowel to fit the track so the door or
window can open enough to let in air but

not a person.
™

windows

should have |
locks. Simple
locking devices
are available

that allow
windows to be
open a few

inches for 5
ventilation.

All accessible \

.
il
]

| | B}

I
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Window locks allow windows to be
open a few inches for ventilation.

Keep entry points visible.

Entry points include outside doors,
basement windows, and windows
accessible from the ground, a porch or
fire escape.

Criminals are less likely to try to break
into a home if they think their activity
will be seen from the street or a
neighbor’s home. Use outside lights
where doorways or windows are
shadowed. Keep shrubbery trimmed and
low next to the house. It also helps to
keep fences low.

Do not advertise that you are away.

If you will be away for several days,
arrange for a neighbor to take in your
mail and newspapers, care for your pet,
and water the lawn or shovel the walk.

Leave a light and radio on in a room
upstairs or in one not easy to see into
from outside. Lights on timers that go
on and off at different times are even
better. Keep garage doors closed even

when you are home so no one can tell
whether your car is in the garage.

4. Work with your neighbors.

For these crime prevention steps to
work, neighbors must know each other
well enough to recognize suspicious
behavior — and be willing to report
such behavior to the police.

The police or sheriff's department may
be able to help you set up a formal block
watch group with regular meetings and
special street signs. Watching out for
each other can greatly decrease the risk
that criminals will try burglary in your
neighborhood.

K1ajes auwioH

Maintaining property values

Neighbors can affect each other in the
wallet as well. In most neighborhoods, the
price of houses (market value) remains
steady or increases every year. However, in
neighborhoods where even a few
homeowners neglect their homes and
yards, house prices may decline. It can also
be harder to sell homes.

Some signs of neglect include
neighbors who:

= Do not keep the outside of their house
and garage in good repair. For example,
they do not replace broken shutters, fix
torn screens or repaint badly peeling
siding.

» Do not keep the lawn mowed and
shrubbery trimmed, or sidewalks
cleared.

Have a yard littered with junk including
cars that do not work.

If you are the neighbor who neglects his
or her home, you will be causing your
neighbors to suffer and may even cause ill
feelings toward your family.
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The market value of your neglected
house usually drops the most. A neglected
house is one a criminal may regard as safer
to burglarize. And if your neighbors
complain about your property to
authorities, you may face fines.

If you cannot do the work yourself, this
is a good time to call on your neighbors.
They may have ideas about who could help,
or their children may be able to do some of
the work.

See these fact sheets in this manual:
Hiring someone to help with minor repairs
and Should you do a repair yourself?

Resolving disputes with
neighbors

Sometimes being good neighbors can be
hard. People often have different values and
attitudes, so disputes are natural. Your
skills as a neighbor are revealed by what
you do when a conflict occurs.

The concern may be loud parties, kids
damaging flowers, or a problem pet.

Here are a few tips on managing
conflict.

1. Begin by listing problems, how they
impact you and your family, and what
you want.

Before you approach your neighbor, you
need to be able to clearly state the
problems and how they affect you. For
example, what problems are loud parties
causing you or your family? Do these drown
out family dinner conversation, or keep you
awake at night so you are too tired at work
or school the next day?

2. Approach your neighbor calmly and
explain how the situation affects you.

Stay calm. When you are upset, you are
likely to raise your voice or call people
names. This often causes the other person
to become defensive, and the problem
worsens.

Living with neighbors

Use “1” or “"we"” statements. These are
less threatening. For example, try
something like this: “When your guests are
loud all night, we cant sleep and we feel
tired the next day.”

Once you have calmly explained how the
situation is affecting you, the neighbor may
apologize and agree to keep their guests
inside and turn down the music.

3. If the neighbors see things differently,
listen to their side and try to
understand their concerns.

Find areas where you agree. You both
may agree that getting your sleep at night
is important and that people should be
able to entertain their friends in their own
home.

4. Suggest different ways of resolving
any areas where you disagree, and
agree on one thing you are both
willing to try.

For example, suggest that they
consider closing the windows or turning
down their music at a certain time.

Find occasions to talk with these
neighbors again soon. Thank them for any
changes they have made.

On the other hand, if you fail to come
to any agreement, team up with your other
neighbors to work out a solution.

Lower the walls, keep the drawbridge
down, and work together with your
neighbors to create the security you
want in your neighborhood. ,;Rjﬁ

Prepared by John Merrill, extension housing specialist, UW-Madison.
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Emergency fund

Why have an emergency fund?

hen you were renting, the building

W owner or management company

paid for repairs. As a homeowner,

you pay for these things yourself. In 1999,

the typical homeowner spent $670 a year

on home maintenance. This doesn’t include
major repairs such as replacing a water
heater or refrigerator. It made little
difference whether the home was new or
many years old. For an idea of how often
you need to make repairs, see Repair or
replace: How long things last fact sheet.

Chances are you started a savings plan
to save money to buy your home.

Continuing that savings plan will provide

you with an emergency fund to pay for

unexpected repairs. Such a fund could also

cover your mortgage payment if you miss a

paycheck, or have an expensive car repair or

trip to the doctor.
Consider the ways an emergency fund
can help:

1. You can get repairs done when they are
needed, rather than waiting until you
can find the money. Waiting may make
the problem bigger, and increase cost.

2. If you use the fund to pay the mortgage
in an emergency, you avoid late payment

fees and a history of late payments
with the mortgage lender.

3. You won’t have to worry about repaying
a loan, and you won’t have to pay large
amounts for interest.

4. You can select the contractor who will
do the best work for the best price,
rather than the one who will give credit.

An emergency fund can give you and
your family a feeling of security.

How do you set up an
emergency fund?

You can set up a separate savings
account in a bank or your local credit union,
set a savings goal, and add to the account
regularly:

» Start with “new money.” Examples
include the bonus you receive at the end
of the year, an income tax refund, or the
money you had been paying on an auto
or other installment loan once you've
paid off that loan.

» Use direct deposits. Many employers
allow you to have all or part of your pay-
check deposited directly into a savings
or checking account. If you don’t see
the money, you're less likely to spend it.

= Add overtime or pari-time work.
Consider taking a weekend job or doing
optional overtime work. Then earmark
that income for your emergency fund.
You can stop when you've met your
savings goal.
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Emergency fund

How much should you have in
an emergency fund?

Sometimes it is hard to start saving

because it seems you cannot save enough.

Start with an amount equal to 1 month’s
mortgage payment. Then add at least

1 percent of the mortgage cost every
month. With a $500 per month mortgage
payment, this would be a minimum of $5
per month. Add more if you can.

Keeping enough money in your home
emergency fund to equal 2 to 3 months’
living expenses will cover most unexpected
expenses.”

It would be wise to continue to:
= Save for other household emergencies
and

» Build savings to cover all your living
expenses for 2 to 3 months.

*Use the Monthly spending planner
worksheet to figure this amount.

When should you use your
emergency fund?

Use your emergency fund for any
service, repair or replacement that you
can’t pay for out of your current income.
Most of the time, these will be expenses
over $100. When you take money out of
your emergency fund, remember to replace
it, so you have it when you need it. Think of
it as a loan to yourself that you repay
promptly.

If you are lucky enough not to have an
emergency, it might be tempting to use
this fund for a special vacation or other
large purchase. If you are tempted to spend
your emergency fund, remember how hard it
was to save that money, and how
important your house is to you.

Do you want to risk losing your home by
using your emergency fund for something
else?
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Monthly spending
planner—Where
does your money go?

1. Monthly income worksheet
Add up monthly income for all household members from all sources. If you are paid
weekly, bi-weekly or twice a month, multiply by the amount in parentheses (4.33, 2.17
or 2) to get the monthly total.

Wages, salaries (take-home pay) TOTAL
Weekly (x 4.33)
Bi-weekly (x 2.17)
Twice a month (x 2)
Monthly

©“ &6 & &

Other income™
Tips, commissions or overtime
Child support or alimony
Unemployment Compensation
Investment or interest income

Social Security and pensions

©“ &N H D N &

55| (Supplemental Security Income)

W2 or TANF (Temporary Assistance
to Needy Families) $

Veterans’ benefits $

TOTAL MONTHLY INCOME $
*Multiply any other income as needed to get monthly amount
(by 4.33 if paid weekly, for example).

2. Monthly expenses worksheet
Add monthly expenses for everyone in your household.
There are two ways to work out how much you are spending:

A. Recall expenses. Put together all costs for the past month, reconstructing your
expenses using the checkbook register and receipts. This expense method works
best if you make all purchases through a single checking account, and limit the
use of “pocket money” and discretionary spending.

B. Track expenses. Write down all purchases and payments every day for a month or
two. Make sure to record all your spending, including purchases made by check,
cash, credit card or direct billing.
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Monthly spending planner

Some big expenses such as insurance payments come up only once or twice a year.
Others are seasonal, such as school clothes in the fall, income taxes in April, and
birthday and holiday gifts. Estimate these expenses on an annual basis and divide by

12 to get a monthly amount.

Housing

Mortgage payment — Including property taxes
and homeowners insurance

Equipment, appliances & furniture
House, garden & lawn supplies
Maintenance & repairs
Utilities
Electric
Gas or oil
Phone — Local
Phone — Other
Waste disposal

Water & sewer or septic

Food
At home

Away from home

Transportation
Vehicle payment(s)
Vehicle insurance
Gas & oil
Maintenance & repairs

Public transit

Insurance — if not deducted from your paycheck

Dental insurance
Health insurance
Liability insurance
Life insurance
Disability

©« &6 & &

©“ N B H D &N

% &

©« & & &

$

©“ &6 & &

TOTAL
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Medical & dental — Not covered by insurance TOTAL

ioueu

Co-payments $ ®
Other $ m
Other $ o
Credit cards & unsecured loans -G
1. $ cmm—)
2 $ m
3 $
4 $ 3
5. $ S
Other credit $ - o
Education & recreation 3
Education $ &
Movies, rentals & books $
Recreation $
Cable television $
Other $
Other expenses
Child care or support $
Cigarettes/beer/alcohol $
Clothing & personal care $
Emergency fund $
Lottery tickets & gambling $
Savings & investments $
Other $
TOTAL MONTHLY INCOME $
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3. Compare monthly income and expenses.

Monthly income — Total for all household members from all
sources from Monthly income worksheet: $

Monthly expenses — Total for all household members from
Monthly expenses worksheet: (minus) - $

Subtract expenses from income.
DIFFERENCE (+) or (-) $

Date

If your total monthly expenses are greater than your total monthly income, you need
to make some changes. A family spending and savings plan can help you balance your
income and expenses so you come out even each month. This may mean reducing your
expenses or increasing your income. You may need to work with creditors to adjust
payments to amounts you can afford (see If you can’t pay your bills fact sheet).

References
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